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Blower Doors:
Infiltration Is Where the Action Is

In spite of their usefulness, blower doors remain one of the least

understood house-doctoring tools.

This article describes blower

door design and use. An article in the May issue will discuss the
growth of the blower door industry and the different types of
blower door users. A third article will explore methods of using
blower doors and the reliability of blower door measurements.

Infiltration Heat Loss

The two most important heat loss pathways in
~a home are conduction and infiltration. Many
retrofits (e.g. insulation) reduce only the conduc-
tion losses. As conductive losses are reduced, heat
loss from infiltration may increase to as much as
60 percent of the total heat loss. A blower door
enables the retrofitter to make the home more
efficient by pinpointing the air leakage sites, seal-
ing them effectively and directly measuring the im-
provement.

Pinpointing the Leaks

A blower door is a door- or window-mounted,
variable speed fan that blows air into (pressurizes)
or sucks air out of (depressurizes) a house. A gen-
eric blower door is shown in Figure 1. The size
and complexity of the fan varies, but all blower
doors have adjustable frames around the fan so
that they can fit snugly into most doorways. Its
primary function is to assist in locating leaks in
the building envelope. This can be done by either
pressurizing or depressurizing the house. Each
method has its advantages; however performing
both pressurization and depressurization tests
guards against factors such as wind pressure which
can distort the measurements.

During a depressurization test, air is sucked

into the house at leaky spots such as windows,
doors, baseboards, or wall-ceiling joints. These air

[1] A smokestick is a thin glass tube filled with the
chemical titanium tetrachloride, or sulfur trioxide treat-
ed crystals, which produce dilute chemical vapors when
exposed to air. The retrofitter squeezes a rubber bulb to
force a small stream of smoke out of the tube.

leaks can then be detected using a smokestick or a
wet hand.[1] Yet many retrofitters prefer to pres-
surize the home because it is easier to detect leaks
with a smokestick in a pressurized home; the
smoke' visibly snakes out of the house through any
cracks. A noté of caution: the blower door iﬁ\
designed to find unintentional leaks in the building
envelope; therefore, all vents and the fireplace
damper should be closed before conducting the
test. Some first-time house doctors have made the
mistake of forgetting to remove ashes from the
fireplace before the test—resulting in a filthy living
room; an embarrassed retrofitter and a distressed
bomeowner.

. -The infrared (IR) camera is a diagnostic tool
often used with the blower door. In a depressur-
ized home, the camera takes thermographs which
can reveal pathways of incoming cool air. In a
pressurized home, thermographs are taken from
the attic to locate hard-to-find thermal bypasses
through: the wall cavities. Some retrofitters take
exterior. thermographs to detect warm air leaking
out of the house. In either case, an IR camera can
only be‘used at certain times of the year, i.e., when
there is-at least a 15°F temperature difference
between inside and outside. [2]

Measuring Air Leakage

There is no general agreement among
retrofitters on how to use a blower door—let alone

on what type of model to use. The “quick an 3
dirty” technique employs a fire evacuation fan, o /)

even an attic fan, to suck air out of and depressur-

[2] See “Practical Tecaniques for Residential Thermog-
raphy,” EA&R, Jan/Feb 86.)
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Figure 1. A generic blower door. The important
components are the door panels which hold
the fan and and make a seal in the doorway,
the fan unit (which is usually reversible at the
flick of a switch or by rotating the fan manu-
ally) and the gauges to measure inside-outside
pressure difference and pressure drop across
fan. Several companies sell personal comput-
ers with software to estimate air change rates
or effective leakage area from the blower door
measurements. These options can easily add a
couple thousand dollars to the price of the sys-
tem. ‘

ize the house [3]. At the other end of the scale
there is the calibrated blower door, which enables
the user to quantify whole-house leakage before
and after the retrofit. The average test takes
between one and two hours, depending on the
comprehensiveness of the test, required prepara-
tion time, and experience of the blower door user.

There are two kinds of blower doors—
calibrated and uncalibrated. An uncalibrated
blower door is a low-cost tool the retrofitter can
use to pinpoint leakage sources and g_t heat loss
in old, leaky homes. However, the retrofitter can
only determine how effective the treatment is in
reducing air leakage and heat loss with a more ex-

pensive, calibrated door.

[3] Depressurizing the house with a window or attic fan
to locate and seal leaks is a measure recommended by
the Department of Energy’s 50/50 low-cost weatheriza-
tion program. :

Mest blower doors have two sets of pressure
seasors. One set measures the pressure difference
created between: indoors and outdoors, while the
other measures the air flow through the fan neces-
sary to sustain this inside-outside pressure
difference. One can intuitively understand the rela-
tionship between these two measurements: the
leakier the home, the greater the flow rate required
to maintain a given inside-outside pressure

‘difference. Without these measurements it is not

possible to calibrate the door (see box on ‘calibra-
tion and accuracy). There are two common ways
to translate these readings into natural leakage es-
timates[4]: £ s

[4] “‘Standards for Cbn;réctqrs Performam:e-.of Airtight-

ness Measurement in Residential Structure,” Prepared
by J.A. Poole, David Saum and Richard Catlin for the
City of Austin Resource Management Dy epartment, May
1985. " This report ‘discusses the pros and cons of the
ACH, ELA and other calculation methods ‘currently in
use.




®  Air changes per hour (ACH) at 50 pascals of
indoor-outdoor pressure difference [5]. This
high-pressure reading can partially mask the
natural pressure effects of wind and tempera-
ture.

e  Effective Léakage Area (ELA). The ELA is
the combined area in square inches of all the
leaks and cracks in the house.

A future article will discuss different techniques
used to calculate rates of air leakage.

Why Buy a Calibrated Door?

The question of whether or not to use cali-
brated doors has generated an enormous amount
of controversy among blower door designers and
users. The reason is the trade-off between perfor-
mance and price. A $100 fire evacuation fan can
identify infiltration sources, but cannot be used to
calculate the leakage area or air-change rate of a
building. The $7,000 computer-linked “Cadillac”
system, on the other hand, automatically measures

[5] A pascal is 1 Newton/meterz. A home under nor-
mal conditions is typically at about 4 Pa pressure above
the outdoor pressure, caused by air infiltration and tem-
perature differences. During a blower door test, air flow
measurements are taken at several pressures, typically in
the 10 to 70 pascal range.

Energy Auditor & Retrofitter Mar/Apr, 1986

air flow and generates ELA measurements. Theﬂ

air leakage data is then used by a built-in com-
puter to perform more sophisticated building
energy-use analysis.

The Uncalibrated School

The “simple” school of thought is that accu-
rate measurements are often unnecessary. Bill
French, of Your Energy Services who manufactures
an inexpensive, uncalibrated unit, has firm ideas
about what’s important in selecting a blower door:

“The first Princeton blower door must have
been built with military money. It took two
people twenty minutes to get the door up
and running. It had government written all
over it. No State agency would ever buy
my door [because it’s not glamorous] . . .
This is a Blue Collar blower door, not a
White Coat one. It’s simple, rugged, and a
chimp can use it—maybe even more suc-
cessfully than some researchers.”

Bill claims that his powerful 3/4 horsepower fan
provides the client with a dramatic demonstration
of how drafty the house is. He finds that the
economics of repair often mean that you can’t
over-weatherize a house—after five years in busi-
ness he’s never had a complaint about making a

{
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€ - house too tight—so why worry about 5 percent

- measurement accuracy? ‘“‘People don’t want to
buy a certain leakage area . . . It doesn’t matter to
them. They want a more comfortable house that
is relatively less leaky. That’s all.”

Mike Eder of Eder Energy, who sells both a
calibrated and an uncalibrated model, says of the
problem of over-tightening homes,

“Contractors have to use common sense.
The people buying my uncalibrated doors
are not working in super-tight, efficient
houses. They’re working in sieves, and with
the Reagan budget, low-income weatheriza-
tion contractors can’t afford a 85,000
blower door.”

The Calibrated School

The “precision” school argues that calibrated
doors are necessary to prevent retrofitters from
over-tightening houses and sealing in pollutants.
Ken Gadsby of Gadzco believes that, especially in
smaller homes, the leakage diagnosis and sealing
technique alone can put the occupants in jeopardy
by possibly lowering the air change rate to
unhealthy levels. “There should be a law against
uncalibrated blower doors,” says Gadsby. The
people at Retrotec apparently agree. According to
Gavin Conway of Retrotec, “We stopped manufac-
turing our model 630 because we didn’t think it
was responsible for a blower door manufacturer to
produce an uncalibrated door.”

Another argument for calibrated doors is that,
by accurately determining the leakage area of the
house before and after weatherization, the
retrofitter knows what percentage of the infiltration
sources have been sealed, and can then give a
client information on the dollar savings expected
from the weatherization job (although the calcula-
tion may be difficult to do accurately). Firms
promising a certain level of leakage reduction must

It’s called a blower door.
It makes great banana smoothies.

use calibrated doors if they intend to provide evi-
dence of the savings for the client. Accuracy
requirements may also appear in future testing
protocols and standards (see box on test standards
and user certification).

Equipment Specifications

EA&R contacted 11 manufacturers and have
listed important characteristics of 16 currently
available blower doors. Specifications such as
weight, air flow range (cubic feet per minute),
reversibility (pressurization/depressurization at the
flick of a switch), price, warranty period, and the
range of doorway openings the blower door will fit
are shown in Table 1. List prices for the basic
residential unit range from $870 to $3400 (not
including extra costs for computer equipment to
analyze the data). Manufacturers report that all-
time sales of blower doors total 1300, with 390
sold last year alone. A major trend seems to be
towards lighter, lower cost and more attractive
equipment. Manufacturers are also concentrating
more on computerized data analysis tools—from
programmable hand calculators to micro-
computers.

Each blower door has special features. Not all
doors can fit mobile homes, for example.
Although the concern is usually that the doorway
will be too narrow, EA&R recently tested a
double-wide trailer with a Retrotec door, and a
couple of two-by-fours had to be installed to fully
seal the 39" door opening. Another important
feature, computer analysis, can speed up a blower
door test and make it more impressive, but costs
more. There are two types of data analysis for
blower door measurements: 1) automatic analysis
by a computer hooked up to the blower door (4QL
and Enercorp, among others); and 2) manual
analysis, (most blower doors have this) with the
use of a hand-held computer to calculate ELA, and
ACH at 50 pascals. The high-priced AQL door,
for example, is controlled by a computer that
automatically runs a series of tests at incremental
pressure differences, and provides digital readouts
to reduce human error. These devices speed up the
analysis process by taking the blower door read-
ings and generating graphs and diagnostic data.
The AQL computer feeds the leakage area results
into a program that calculates whole-building
energy use and selects the most cost-effective
retrofits.

There are a number of important questions to
ask when selecting a blower door:

1. Is the door calibrated, and where can it be
recalibrated?



Is the motor AC or DC? DC motors are more
reliable and less likely to overheat.

Is the air flow direction of the fan reversible?
Some doors have a reversible fan motor; for
others it is necessary to lift and rotate the
entire fan unit.

How are the door panels constructed? The
Minneapolis doors, for example, are made of
fabric and are therefore easy to transport and
install. Steel door panels can be very heavy.

What are the minimum/maximum door open-
ing sizes? Will they fit in mobile homes (small
doorways) or commercial buildings (large
doorways)? The range of door widths in
Table 1 is 24"-48", and the range of door
heights is 48"-94".

How heavy is the door? The heaviest element
is normally the fan, and one person should be
able to carry it. The weight range (shown in
Table 1) is 55-160 pounds for the entire door
and 18-117 pounds for the fans alone.

1

10.
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What is the flow range?
have relatively low-power fans. Very leaky
buildings may not be able to be brought up to
full pressure with these small fans. The max-
imum flow of the surveyed units is from 1,800
to 5,500 cfm for installed fans at a pressure

drop of 50 pascals.

Are the fan air flow measurements based on
pressure or revolutions per minute (RPM)?
RPM measurements can be disturbed by wind
conditions.

How are the calculations performed? Without
a computer you will have to use graphs and/or
equations to determine leakage areas or air
change rates.

Does the blower door comply with existing or
anticipated standards for new and existing
homes? If not, you may have to buy another
in the near future.

Blower doors (s
designed for use in superinsulated homes can ",
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Table 1. BLOWER DOOR SPECIFICATIONS"

Manufacturer - Type Opening Weight Flow Accur- Motor List War-
S T ey | ‘mw | | | alBo | T | menth

AQL/CARE II 29x78-37x86 50/39 | 25-4200 5% DC,R $3400 12
CM.S. P — 88/40 0-2500 — DC,R $4075 12
Eder/CFM T 24x72-37x84 60/45 0-3600t1 | not tested | AC,R $1695 1
Eder/S-2 na 24x72-37x84 55/40 | 0-30001 | notcalib. | AC $869 1
Heatnapper T 28x78-38x83 160/56 | 95-5,200 7% DCR $3000 12
Gadzco/104 T 28x77-37x83 75/38 | 100-4500 5% R,DC $2500 12
Gadzco/105 T 30x77-37x83 110/80 | 300-5000 5% R,DC $3000 12
Infiltec/R-1 P 28x78-36x88 74/39 | 545-4750 5% var. AC $3250 3
Infiltec/E1 na 28x78-36x88 80/45 0-3400 | non calib. | ACR $1750 3
Infiltec/E2 na 28x78-36x88 83/45 | 500-3400 | semi calib. | AC,R 1750 3
Mekankonsult Lifa P 35-82 40/18 | 50-1800 5% AC $1000 12
Minneapolis P 24x48-40x94 55/34 | 50-5,500 10%t+ var. AC,R $1250 12
Retrotec/610 P 29.5x78-36x86 | 120/38 | 30-5500% 5% DCR $5825%* 12
Retrotec/620 P 29.5x78-36x86 91/38 | 15-4500% 5% ACR $3250 12
Retrotec/650% P (see manuf’r) | 152/117 13,500t 5% AC $8950** 12
Y.E.S. Door na 30x73-48x84 90/70 | 0-8,500t | non calib. | var. AC,R $2400 12
Enercorp/1-panel}t P 30x80-36x84 | ~150/75 | 53-1700 5% AC $1800 12
Enercorp/3-paneli} P 30x80-36x84 | 125/25 | 38-1800 5% AC $2800 12
Enercorp/microproc’rtt | P 30x80-36x84 150/20 | 47/4800 7% ACR $6200 12
Energy Doctortt T 32x80-36x84 135/ e -_ —-R — -
Harmaxii T 32x72-42x82 100/ 0-4000 - DC,R $5500 none

Legend to Table 1.

Flow Range:

ELA=effective le

Commercial Size blower door: Consists of three fans.
} Firm no longer manufactures blower doors.

* Data collected from manufacturers’ literature and telephone correspondence.
** AQL and Retrotec doors have a computer built in.

Flow measurents taken under free flow conditions, rather than at 50 pascals.
+ Can be custom calibrated to within 5% for an extra $200.

Type: (How the flow rate across the fan is measured.) P=Pressure reading; T=Tachometer (rpm reading).
Opening Size: Minimum and Maximum door heights and widths.
Weight: Entire system weight/fan weight. ;
Minimum-Maximum flow in cubic feet per minute at a pressure drop of 50 pascals unless otherwise reported.
Accuracy: Test error for output readin,
Motor: AC or DC; Var.=variable speed; R=Reversible
Readout: Output readings -- Press. = pressure drop across the fan;
RPM-=g across fan;

akage area; ACH=air changes per hour.
Price: Current List Price,

Warranty: Warranty period on fan, in months

Note: We have contacted two Swedish manufacturers of blower doors: Mekankonsult Lifa and Veab Elocmicro.
We were not able to obtain specifications for the latter blower door.
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SAFE P
SYSTEM o

For Gas Hot Water Heaters, Furnaces &
Water Boilers Dear Heatnapper,

W recently installsd a new furnace. On
our heating and air conditioning man's
advice, we installed one Heatnapper on the
UPTO ; furnace and one on the hot water heater.
200/ We turned our furnaoe on for the first time

(-] and the Heatnapper unit shut the furnace
down. Inspection by our heating man
determined no problem with the equipment
but rather & bird nest blocking the chimney.
The Heatnapper kept our home from filling
with poisonous gas, probably saving our lives
and our home from burning.

Thank you Heatnapper for providing a safe
energy saving vent damper.

Sincerely,
JL

Amenican Gas Assocsation
Tested and Design Certited

MEATNAPPERIL a5
1. Life Saving Safety/Spill Switch
2. Visual Indicator Knob To Check Functions

Fuel Control Corporation 3. Manual Reser Button And Lockour Tab

P.O. Box 35814, Minneapolis, MN 55435-0814
Toll Free 1-800-328-6335 * in MN 1”2‘7&19

I EATNAPPER I
THERMALLY ACTUATED AUTOMATIC VENT DAMPER

(Circle no. 10 on reader request card.)
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Table 1 provides a starting place for those in the

77 market for a blower door. Contact the manufac-

" turers directly for more details—many new blower
doors are on the drawing boards.

Blower Doors in the 90s

Blower doors have made it beyond the strict
research environment into successful commercial
use. The outlook is favorable but the blower door

“industry will have to resolve a number of technical
_ issues.

e Environment: What effect do wind, tempera-
ture, and humidity have on the measurement
results?

e Testing procedures: Is depressurization supe-
rior to pressurization or should one conduct
both tests for accurate leakage measurements?

e Repeatability: How accurate are different tests
taken on the same house? Before and after
tests can be skewed by environmental condi-
tions: the building envelope itself can change
(e.g., higher humidity may cause wood to tem-
porarily swell and close cracks); or different
auditors may perform their tests differently.

e Quality Control: How does the industry insure
customers of the accuracy and honesty of
readings?

e Certification: Should blower doors and users
be certified? If so, how and by whom?

e Accuracy: How can the industry validate the
various calculation methods being used? How
accurate are translations of ELA to natural
ACH or to the cost of infiltration heat loss?

When using the blower door in ‘an occupied
house, make sure you’ve carefully explained the
procedures to a/l the occupants.
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Recommendations

The blower door can be an invaluable tool for
the house doctor, whether it be for simple leak
detection and sealing or for sophisticated analysis
of the home’s leakage characteristics. The eleven
manufacturers we surveyed offer a broad range of
options. The prospective blower door buyer must
assess her current and future needs before deciding
on the appropriate door type. The important chal-
lenges facing the potential user are:

e Choosing between cheap “leak finders” and
expensive “precision doors”.

e Deciding whether to do pressurization tests,
depressurization tests, or both.

e Deciding whether to invest in the costly, but
useful technology of IR scanning.

e Keeping abreast of research in the field of
infiltration and insuring an accurate and
honest leak detection service.

-Evan Mills

Hearty thanks to Bruce Dickinson of Morgan Sys-
tems Corp., in Berkeley, CA, and Helmut Feustel,
of the Lawrence Berkeley Laboratory for their
thoughtful review of this article.

PEOPLE WASTE ENERGY

30-40% of Comfort €nergy is wasted in vacant
rooms, because somebody forgot to lower the
thermostat or the clock program was set for a
heating or cooling cycle that was too long.

Step-up/Vacancy

& Setback Thermostat
automatically sets backina
vacant area. Heat or AC for as
long as needed, only while

= needed. Assured setback

.2 when comfort is not needed.

The only timed, setbadk line-voltage thermostat for
electric heat. Models for low voltage heat and-AiC

systems.

Measured €nergy Savings Show Payback in Less than
One Year.

P.O.Box 10
&CO.INC.  Underhill, VT 05489

Cx ,»<

(Circle no. 8 on reader request card.)




